
GENERATOR SET|SELECTION SHEET

400V|50Hz|3Phase|Pf.:0.8

POWERED BY WUXI PERKINS

Model
ESP PRP

Engine Model Cyl Gov
Dis(
L)

Dimension L*W*H (MM)
kVA kW kVA kW Open Silent

WD11P/S 11 9 10 8 403D-11G 3L M 1.1 1200*750*950 1900*860*1020
WD14P/S 14 11 13 10 403D-15G 3L M 1.5 1200*750*950 1900*860*1020
WD22P/S 22 18 20 16 404D-22G 4L M 2.2 1300*750*1100 2100*860*1020
WD11P/S-I 11 9 10 8 403A-11G1 3L M 1.1 1200*750*950 1900*860*1020
WD14P/S-I 14 11 13 10 403A-15G1 3L M 1.5 1200*750*950 1900*860*1020
WD17P/S 17 13 15 12 403A-15G2 3L M 1.5 1300*750*1100 2100*860*1020
WD22P/S-I 22 18 20 16 404A-22G1 4L M 2.2 1300*750*1100 2100*860*1020
WD30P/S 30 24 28 22 404D-22TG 4L E 2.2 1400*750*1100 2100*860*1020
WD66P/S 66 53 60 48 1104A-44TG1 4L M 4.4 2000*850*1200 2600*1000*1450
WD88P/S 88 70 80 64 1104A-44TG2 4L M 4.4 2000*850*1200 2600*1000*1450
WD110P/S 110 88 100 80 1104C-44TAG2 4L E 4.4 2000*850*1200 2600*1000*1450
WD149P/S 149 119 135 108 1106A-70TG1 6L M 6.6 2300*950*1400 3200*1100*1680
WD165P/S 165 132 150 120 1106A-70TAG2 6L M 6.6 2300*950*1400 3200*1100*1680
WD198P/S 198 158 180 144 1106A-70TAG3 6L M 6.6 2400*950*1400 3400*1100*1680
WD220P/S 220 176 200 160 1106A-70TAG4 6L M 6.6 2400*950*1400 3400*1100*1680

Remarks:
(1) also available in the following voltages:440/245V,416/240V,380/220V and 220/127V;
(2) ESP:Standby power standby duty,operation under variable load without over load;
(3) PRP:Prime power-Continuous duty operation,under variable load 24/24h-10% over load permissible 1hour/12hours;
(4)M:Mechanical speed governor,E/Ecu: Electronic speed governor;
The data is only for your reference but not for use of sales.
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